A NAGEL.160 - 3 N\
62¢en iml.San.ve Tic. A.S DISLISIZ MOTOR ( @ 320 Kasnakh ) EN ISO 900\1:-;08
R s GEARLESS MOTORS ( @ 320 Pulley ) No : 1640388

NMEF.275 - MANYETIK FRENIN OZELLIKLERI

GcUcu :| 2x84 Watt

VOLTAJI :| 198 Volt DC

NOMINAL AKIMI | : | 2x042 A
YUKU 1| 630 Kg
2x325 Nm

NMF.275 - MANYETIK FRENIN OZELLIKLERI

[ei/e1) :| 2x84 Watt

VOLTAJI 1| 198 Volt DC

NOMINAL AKIMI | : | 2x042 A
YUKU : | 800 Kg
2 x425 Nm
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Not: a)2:1 Askida 30 metreden sonra denge zinciri kullanilmalidir.
b ) Firmamiz iirlinlerinde haber vermeksizin degisiklik yapma hakki saklidir.
Notes : a ) Elevator balance compensation chain should be used when the distance is higher than 30 m

L b ) We reserve the right to change the terms and conditions. )

Bu resiin NAGEL MAKINA & MOTOR IMALAT SAN. ve TIC, LTD. $T1. e aitir zinsz olarak kullailmaz ve kopya edilemez.

FP.01.06 REV.00

Adres : Mecidiye Mah.Uzundere Artvin Cad. No:70 81458 Sultanbeyli / ISTANBUL Telefon: (0216 ) - 398 46 10 /398 07 46 Fax: (0216)-398 1136
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